
Choose Armadillo SC Loopbacks when you 
need added durability for frequent use

By incorporating a rigid, premium quality 
connector shell for fiber protection, with an 
easy to use ergonomic package, the Armadillo 
loopback is designed for longevity and 
performance.

Typically used for test and measurement 
procedures in laboratory and manufacturing 
environments, the Armadillo loopback is an 
ideal product a multitude of applications 
requiring signal looping in a duplex SC form 
factor.  

The Armadillo SC loopback features a 
full-seam ultrasonic weld for increased 
product durability, enclosed fiber shell for 
exposed fiber protection, and composite unit 
design with fused top, bottom, and connec-
tors. 
 

Highly Customizable

Armadillo products are easily customizable 
with multiple configurations, colors, and 
attenuation levels. This customization allows 
you the closest match to your application 
requirements.

Also available in LC small form factor style.

Applications

Features

Benefits

Armadillo SC Loopbacks

• Manufacturing test

• Quality control

• Training 

• Troubleshooting

• Research & development

• Full seam ultrasonic weld

• Definable attenuation from
0dB to 24dB 

• Custom colors available

• Protective connector shell 

• Improved shell durability and 
longevity

• Precise optical performance

• Easy part identification

• Added fiber/connector 
protection

Call for a Quick Quote: 
1-800-221-6992

17387 SW 63rd Avenue  •  Lake Oswego, OR 97035  •  USA
800-221-6992  •  503-827-8141  •  503-228-6747 Fax
www.timbercon.com  •  info@timbercon.com

Learn
MORE

www.timbercon.com
Online:
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Other colors available upon request.

Performance Specifications

Attenuation Specifications

Color Options

 SM MM

 SM MM

Insertion Loss (Typical) 1.0dB 0.35dB 

Back Reflection (Typical) Ò-55dB Ò-20dB
Mating durability (500 Cycles) <0.2dB <0.2dB
Temperature Range -40̊c to 85̊c -40̊c to 85̊c

0dB - 10dB  ±1dB ±1dB
11dB - 24dB  ±10% ±10%
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