
Stainless Steel Cables for harsh 
enviroments and demanding applications

Timbercon ruggedized stainless steel cables 
are designed to provide a durable, high 
performance optical solution for applications 
not well suited to traditional fiber optic 
assemblies.  Ruggedized products incorporate 
high quality components and materials with 
the latest technology in rugged jacketing, 
packaging, and manufacturing methods to 
create a one-of-a-kind product well suited for 
the rigors of daily use in manufacturing, 
automation, and harsh environment situations.

Timbercon stainless steel cables are designed 
to meet or exceed industry standards for 
performance, while providing significantly 
higher durability and increased longevity.  

Ruggedized stainless steel cables are available 
in simplex and duplex assemblies, with 
multiple fiber, connector, and polish options.  
Customization and application-specific 
designs are available, contact your Timbercon 
representative for details.

Applications

Features

Benefits

Stainless Steel Cables

• Military 

• Harsh environment

• Medical

• Broadcast 

• Industrial

• Single mode, multi mode, and 
PM fiber types

• Ruggedized stainless steel 
construction

• Bend limiting jacketing 

• PC, APC, UPC polish options

• Application versatility

• Improved performance in 
adverse of demanding 
conditions

• Increased cable durability and 
longevity

• Precise optical performance

Call for a Quick Quote: 
1-800-221-6992

17387 SW 63rd Avenue  •  Lake Oswego, OR 97035  •  USA
800-221-6992  •  503-827-8141  •  503-228-6747 Fax
www.timbercon.com  •  info@timbercon.com

Learn
MORE

www.timbercon.com
Online:
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Performance Specifications

Construction Specifications

Insertion Loss (typical) SM MM

FC, ST, SC, LC, MU 0.15dB 0.35dB
MTRJ 0.3dB 0.3dB

Back Reflection (Typical) ≤-55dB ≤-20dB
Mating durability (500 Cycles) <0.2dB <0.2dB
Temperature Range -40̊c to 85̊c -40̊c to 85̊c

3mm 900µm Kevlar Stainless Steel

Length Tolerance

Buffer Strength 
Member

Jacket

<1m:  +5cm / -0cm
   
  

1m - 10m:  +10cm / -0cm
>10m:  +2% / -0%


